Par Aide Seeks Persons Interested in Charter, Rooms, Golf at Vegas

Par Aide Products, Co., St. Paul, has announced tentative arrangements for reservations on a charter flight, hotel rooms and tee times for the GCSAA Conference in Las Vegas, Nev. in February.

"February will be here sooner than you think," said Steve Garske. "Maybe we can help with the various tentative arrangements, which will be confirmed on interest."

Par Aide has arranged for:
- A group discount with Northwest Airlines for travel to and from Las Vegas;
- A block of 50 rooms reserved at the Paddlewheel Hotel/Casino, a short walk from the Convention Center, with rates of $32/night plus tax for single or double rooms Sunday through Thursday and $49/night Friday and Saturday.

Par Aide also is trying to secure a block of tee times at a local golf course.

"However, with 13,000 GCSAA people coming to a town with only 18 golfer courses, the odds are not good," Garske said. "If we are successful, the number of tee times available will be very limited, but let us know if you are interested."

To arrange your own tee time, he said, first contact your hotel in case they have an arrangement for hotel guests — but do it far in advance.

If you have questions, call Steve Garske at 612/779-9851 or Dan Miller at 612/484-8411 or Fax Steve at 612/779-9854.

AERATION TIME IS UPON US — TRY COREMASTER ON YOUR TRACTOR FOR ALL YOUR TURF AERATION NEEDS

SPECIFICATIONS

- CORING SWATHE: 49" (1240 mm approx.)
- CORING DEPTH: 0—3/4" (95mm approx.)
- DIMENSIONS OVERALL:
  - Height: 21" (530mm approx.)
  - Width: 55" (1400mm approx.)
  - Depth: 21" (530mm approx.)
- WEIGHT: 900 lbs. (400kg approx.)
- TRACTOR SIZE: 15—60 H.P. with standard 3 point linkage and category 1 P.T.O. drive shaft.
- TINE SIZES: Quastra 1/4", 3/8", 1/2" and 5/8" (6mm, 10mm, 13mm and 16mm)
- OPERATING SPEED: Variable up to 30,000 sq. ft. per hr. (2,800m²) subject to pattern selected.
- AERATION PATTERNS: Variable 1", 2" and 4" centers laterally—1" to 5" centers longitudinally. (25, 50, & 100mm centers laterally X 25 & 125mm centers longitudinally)

CALL FOR A DEMO TODAY

POLFUS IMPLEMENT, INC.
RT. #3 BOX 63, New Richmond, WI 54017
Hastings, MN, Stillwater (Park Nursery)
715-246-6555  612-439-6776

LEADERSHIP AT WORK

LEADERSHIP AT WORK

THOMPSON BRASS ROTOR

For over 80 years Thompson gear driven rotors have been operating on golf courses and commercial projects around the world. Long recognized as the world's finest, these units will make you forget there is such a thing as sprinkler maintenance.

- Valve-in-head electric or hydraulic
- Water efficient. Near perfect CU requires less run time per station.
- Pressure can be regulated from the top while reading the gauge mounted on the top of the sprinkler
- 7 year (non-prorated) warranty

Distributed by

LANDSCAPING & SUPPLIES
GROWERS OF CULTURED SOD
IRRIGATION DISTRIBUTION
SALES - SERVICE - DESIGN
2582 White Bear Avenue
St. Paul, Minnesota 55109
(612) 777-2734

AERATION TIME IS UPON US — TRY COREMASTER ON YOUR TRACTOR FOR ALL YOUR TURF AERATION NEEDS

SPECIFICATIONS

- CORING SWATHE: 49" (1240 mm approx.)
- CORING DEPTH: 0—3/4" (95mm approx.)
- DIMENSIONS OVERALL:
  - Height: 21" (530mm approx.)
  - Width: 55" (1400mm approx.)
  - Depth: 21" (530mm approx.)
- WEIGHT: 900 lbs. (400kg approx.)
- TRACTOR SIZE: 15—60 H.P. with standard 3 point linkage and category 1 P.T.O. drive shaft.
- TINE SIZES: Quastra 1/4", 3/8", 1/2" and 5/8" (6mm, 10mm, 13mm and 16mm)
- OPERATING SPEED: Variable up to 30,000 sq. ft. per hr. (2,800m²) subject to pattern selected.
- AERATION PATTERNS: Variable 1", 2" and 4" centers laterally—1" to 5" centers longitudinally. (25, 50, & 100mm centers laterally X 25 & 125mm centers longitudinally)

CALL FOR A DEMO TODAY

POLFUS IMPLEMENT, INC.
RT. #3 BOX 63, New Richmond, WI 54017
Hastings, MN, Stillwater (Park Nursery)
715-246-6555  612-439-6776

LEADERSHIP AT WORK

THOMPSON BRASS ROTOR

For over 80 years Thompson gear driven rotors have been operating on golf courses and commercial projects around the world. Long recognized as the world's finest, these units will make you forget there is such a thing as sprinkler maintenance.

- Valve-in-head electric or hydraulic
- Water efficient. Near perfect CU requires less run time per station.
- Pressure can be regulated from the top while reading the gauge mounted on the top of the sprinkler
- 7 year (non-prorated) warranty

Distributed by

LANDSCAPING & SUPPLIES
GROWERS OF CULTURED SOD
IRRIGATION DISTRIBUTION
SALES - SERVICE - DESIGN
2582 White Bear Avenue
St. Paul, Minnesota 55109
(612) 777-2734

AERATION TIME IS UPON US — TRY COREMASTER ON YOUR TRACTOR FOR ALL YOUR TURF AERATION NEEDS

SPECIFICATIONS

- CORING SWATHE: 49" (1240 mm approx.)
- CORING DEPTH: 0—3/4" (95mm approx.)
- DIMENSIONS OVERALL:
  - Height: 21" (530mm approx.)
  - Width: 55" (1400mm approx.)
  - Depth: 21" (530mm approx.)
- WEIGHT: 900 lbs. (400kg approx.)
- TRACTOR SIZE: 15—60 H.P. with standard 3 point linkage and category 1 P.T.O. drive shaft.
- TINE SIZES: Quastra 1/4", 3/8", 1/2" and 5/8" (6mm, 10mm, 13mm and 16mm)
- OPERATING SPEED: Variable up to 30,000 sq. ft. per hr. (2,800m²) subject to pattern selected.
- AERATION PATTERNS: Variable 1", 2" and 4" centers laterally—1" to 5" centers longitudinally. (25, 50, & 100mm centers laterally X 25 & 125mm centers longitudinally)

CALL FOR A DEMO TODAY

POLFUS IMPLEMENT, INC.
RT. #3 BOX 63, New Richmond, WI 54017
Hastings, MN, Stillwater (Park Nursery)
715-246-6555  612-439-6776

LEADERSHIP AT WORK

THOMPSON BRASS ROTOR

For over 80 years Thompson gear driven rotors have been operating on golf courses and commercial projects around the world. Long recognized as the world's finest, these units will make you forget there is such a thing as sprinkler maintenance.

- Valve-in-head electric or hydraulic
- Water efficient. Near perfect CU requires less run time per station.
- Pressure can be regulated from the top while reading the gauge mounted on the top of the sprinkler
- 7 year (non-prorated) warranty

Distributed by

LANDSCAPING & SUPPLIES
GROWERS OF CULTURED SOD
IRRIGATION DISTRIBUTION
SALES - SERVICE - DESIGN
2582 White Bear Avenue
St. Paul, Minnesota 55109
(612) 777-2734

AERATION TIME IS UPON US — TRY COREMASTER ON YOUR TRACTOR FOR ALL YOUR TURF AERATION NEEDS

SPECIFICATIONS

- CORING SWATHE: 49" (1240 mm approx.)
- CORING DEPTH: 0—3/4" (95mm approx.)
- DIMENSIONS OVERALL:
  - Height: 21" (530mm approx.)
  - Width: 55" (1400mm approx.)
  - Depth: 21" (530mm approx.)
- WEIGHT: 900 lbs. (400kg approx.)
- TRACTOR SIZE: 15—60 H.P. with standard 3 point linkage and category 1 P.T.O. drive shaft.
- TINE SIZES: Quastra 1/4", 3/8", 1/2" and 5/8" (6mm, 10mm, 13mm and 16mm)
- OPERATING SPEED: Variable up to 30,000 sq. ft. per hr. (2,800m²) subject to pattern selected.
- AERATION PATTERNS: Variable 1", 2" and 4" centers laterally—1" to 5" centers longitudinally. (25, 50, & 100mm centers laterally X 25 & 125mm centers longitudinally)

CALL FOR A DEMO TODAY

POLFUS IMPLEMENT, INC.
RT. #3 BOX 63, New Richmond, WI 54017
Hastings, MN, Stillwater (Park Nursery)
715-246-6555  612-439-6776

LEADERSHIP AT WORK

THOMPSON BRASS ROTOR

For over 80 years Thompson gear driven rotors have been operating on golf courses and commercial projects around the world. Long recognized as the world's finest, these units will make you forget there is such a thing as sprinkler maintenance.

- Valve-in-head electric or hydraulic
- Water efficient. Near perfect CU requires less run time per station.
- Pressure can be regulated from the top while reading the gauge mounted on the top of the sprinkler
- 7 year (non-prorated) warranty

Distributed by

LANDSCAPING & SUPPLIES
GROWERS OF CULTURED SOD
IRRIGATION DISTRIBUTION
SALES - SERVICE - DESIGN
2582 White Bear Avenue
St. Paul, Minnesota 55109
(612) 777-2734