Roadside Development  29th Annual Short Course, Department of State Building, 65 South Front St., Columbus, Ohio. Oct. 5-9.


Texas A&M University  5th annual Industrial Weed Control Conference, on campus at College Station, Tex., Oct. 19-21.

Louisiana Turfgrass Association  annual conference at the Holiday Inn, Alexandria. Nov. 4-5.

Michigan Pesticide Association  fall conference at the Jack Tar Hotel, Lansing. Nov. 4 and 5.


Ohio Turfgrass Conference and Show  at the Cincinnati Convention Center. Dec. 7-9.

National Aerial Applicators Association  fourth annual conference at the International Hotel, Las Vegas, Nev. Dec. 7-10.


Rutgers University, New Brunswick, N. J. three-day golf and fine turf course. Jan. 20-22.

Associated Landscape Contractors of America  ninth annual meeting and trade exhibit at the Royal Orleans Hotel, New Orleans. Jan. 24-30.


Hypro line strainers protect pumps, valves, nozzles.

With non corrosive plastic housings and monel or stainless steel screens, Hypro line strainers outlast metal units in fertilizer applications. Use with fertilizer, insecticide or herbicide solutions.

Bows and screens are easy to remove and replace.

Choice of 40 mesh or 80 mesh screens.

Plastic ball valves

Quick-turn shut-off valves of polyvinyl chloride can't rust, last for years. Other plastic and elastomer materials, including ABS, are also available. Double buna-N seals assure positive, leak-proof operation. Both straight shut-off and 3-way types are available.

Two body sizes—1/2 and 3/4 inch. 1/2 inch valves are available with ports threaded 1/2" NPT male or female, 3/4" NPT male, with 3/8" hose barb or socket for 1/2" or 3/4" plastic pipe.

3/4" valves are available with ports threaded 3/4" or 1" NPT female, or with sockets for 3/4" or 1" plastic pipe.