

PHILLIP B. CHURCH is Union Carbide's newest technical sales representative for agricultural products and services, headquartered at Salinas, Calif.

JOHN F. FERGUSON has been named vice-president of production for the agricultural chemicals division of CIBA-GEIGY Corporation.

DAVID W. PICKETT of Woodbine is the new president of the Maryland Turfgrass Association, Inc. Other officers are: Vice-president — Paul Pearson of Gaithersburg; treasurer — Emory P. Patton of Silver Spring; executive secretary — Dr. Andrew J. Powell of the University of Maryland; New directors are Stephen M. Marfak of Gaithersburg and John E. Patton of Silver Spring. Re-elected directors are Gene Roberts of Glenn Dale and Robert Hawkins of Germantown. Outgoing president Edward Mayen of Olney remains on the board. Carry-over directors are Parker Shirling of Centreville and M. H. Day, University of Maryland.

ROBERT C. TYO has been elected president and chief executive officer of Leigh Products, Inc.

ROBERT C. MOREAU and G. QUENTIN BROWN are new regional sales managers for Velsicol Chemical Corporation. Moreau heads the Midwest Region; Brown, the Southwest Region.

Wilsco's foaming agent enables more efficient and effective application of herbicides. FoamSpray reduces the amount of water needed; increases the herbicide action on the plant surface; provides visual evidence of spray coverage. No special equipment needed other than foam generator attachment for spray nozzle.

Hypro line strainers protect pumps, valves, nozzles.

With non corrosive plastic housings and monel or stainless steel screens, Hypro line strainers outlast metal units in fertilizer applications. Use with fertilizer, insecticide or herbicide solutions.

Bowls and screens are easy to remove and replace.

Choice of 40 mesh or 80 mesh screens.

Plastic ball valves

Quick-turn shut-off valves of polyvinyl chloride can't rust, last for years. Other plastic and elastomer materials, including ABS, are also available. Double buna-N seals assure positive, leak-proof operation. Both straight shut-off and 3-way types are available.

Two body sizes — ½ and ¾ inch. ½ inch valves are available with ports threaded ½" NPT male or female, ¾" NPT male, with ½" hose barb or socket for ½" or ¾" plastic pipe.

¾" valves are available with ports threaded ¾" or 1" NPT female, or with sockets for ¾" or 1" plastic pipe.