Backflow Preventers

For Cross Connection Control

- ¾", 1", 1½" and 2" sizes.
- Double check and reduced pressure principle models.
- Compact, lightweight, for fast installation.
- Modular construction for easy in-line servicing.
- Meets performance specifications of AWWA. Approved by USC Foundation for Cross Connection Control. ASSE and IAPMO listed.

Order from your wholesale plumbing supplier.

For more information contact: TORO Technology, Dept. WT, 1709 La Costa Meadows Dr., San Marcos, CA 92069. (714) 744-5650.

STOP!

NOW THERE'S A BETTER WAY TO OPEN CHEMICAL CANS!

IT'S THE BRANDT CAP CUTTER

As you twist on your Brandt Cap Cutter, you are cutting an opening into the plastic spout, eliminating the need for knives, screwdrivers and other sharp instruments.

please correct your mailing label

For FASTEST service attach old mailing label in space below.

If mailing label is not available, print your old company name and address in this box.

Please allow 6 weeks for change to take effect.

Print your correct name, title, business address, and/or other corrections.

NAME _______________________
TITLE ______________________
COMPANY ____________________
ADDRESS _____________________
CITY ___ STATE ___ ZIP _____

CHECK HERE □ if you want to continue receiving WEEDS TREES & TURF Magazine.

IMPORTANT: You must sign below.

Signature __________________ Date ______

Mail to:
Circulation Manager
WEEDS, TREES & TURF
9800 Detroit Avenue
Cleveland, Ohio 44102